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Engine PERKINS 1104C-44T
Max. Power 75 Kw (100 HP) 2200 rpm
Type Four stroke, diesel engine
Cylinder number and layout 4 cylinder, in line
Displacement 4490 cm*
Cooling system Water
Max. lifting capacity 4.000 kg
Max. lifting capacity at max. reach 3.200 kg
Capacity at max. hoom extension 1000 kg
Max. lifting height 6.35m
Max. horizontal boom extension 3.30m
Distance between the load center and front axle at max. Height 0.40 m
Tilt angle 120°
Digging force 4.550 daN
Traction force 8.100 daN
Gradeability 140
Machine weight (empty) 1.300 kg
Max. speed 40 km/h
Transmission Axial piston variable displacement hydrostatic pump
Hydraulic motor Axial piston variable displacement motor
Reversing gear Electro-hydraulic inching pedal for controlled

forward movement, servo controlled two speed gear box
Axles 2
Driving mode GWS/Crab steer/ 2WS
Front Axle Rigid
Rear Axle Oscillating
Service Brake Oil bath on the 4 wheels with double hydarulic system and servo brake
Park Brake Negative parking brake
Pump Capacity 100W/1°
Max. working pressure 230 bar
Control valve with joystick Jinl
Hydraulic tank 90
Fuel tank 60
Tyres 405/70R20 (16.0/70-20)
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Engine PERKINS 1104C-44T
Max. Power 75 Kw (100 HP) 2200 rpm
Type Four stroke, diesel engine
Cylinder number and layout 4 cylinder, in line
Displacement 4490 cm’
Cooling system Water
Max. lifting capacity 3.900 kg
Max. lifting capacity at max. reach 3.000 kg
Capacity at max. boom extension 300 kg
Max. lifting height 7.80 m
Max. horizontal boom extension 4.60 m
Distance hetween the load center and front axle at max. Height 1.50 m
Tilt angle 120°
Digging force 4.550 daN
Traction force 8.020 daN
Gradeability /40
Machine weight (empty) 1.750 kg
Max. speed 40 km/h
Transmission Axial piston variable displacement hydrostatic pump

Hydraulic motor
Reversing gear

Axial piston variable displacement motor
Electro-hydraulic inching pedal for controlled
forward movement, servo controlled two speed gear hox

Axles 2
Driving mode 4WSICrab steer/ 2WS
Front Axle Rigid
Rear Axle Oscillating
Service Brake Qil bath on the 4 wheels with double hydarulic system and servo brake
Park Brake Negative parking brake
Pump Capacity 1001
Max. working pressure 230 bar
Control valve with joystick JinT
Hydraulic tank 90
Fuel tank 60
Tyres 405/70R20 (16.0/70-20)
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Engine PERKINS 1104C-44T
Max. Power 75 Kw (100 HP) 2200 rpm
Type Four stroke, diesel engine
Cylinder number and layout 4 cylinder, in line
Displacement 4490 cm*
Cooling system Water
Max. lifting capacity 4.000 kg
Max. lifting capacity at max. reach 3.000 kg
Capacity at max. boom extension 600 kg
Max. lifting height 8.70 m
Max. horizontal boom extension 490 m
Distance between the load center and front axle at max. Height 1.20m
Tilt angle 135°
Digging force 4.550 daN
Traction force 9.970 daN
Gradeability 140
Machine weight (empty) 9.980 kg
Max. speed 30 km/h
Transmission Axial piston variable displacement hydrostatic pump
Hydraulic motor Axial piston variable displacement motor
Reversing gear Electro-hydraulic inching pedal for controlled

forward movement, servo controlled two speed gear box
Axles 2
Driving mode 4WS/Crab steer/ 2WS
Front Axle Rigid
Rear Axle Oscillating
Service Brake Oil bath on the 4 wheels with double hydarulic system and servo brake
Park Brake Negative parking brake
Pump Capacity 100W/1°
Max. working pressure 230 bar
Control valve with joystick Jin1
Hydraulic tank 150
Fuel tank 120
Tyres 405/70R24 (16.0/70-24)

MST ST 11.35

12m. : : : : i : :
70°
1Tm, | | . . : . :lhr
400 I‘. o
10m. | ! - . BY. -
s00 | AT w7 AD
2m . L .s'" ek
A :;-C
, Pt =1
8mi ' moee— 17 | b | B
/ ' N 1 .
s F P :
A = | -
7m . ) | A jin T
m | e b - A

..III ; = |
I L J R
& i T i I h e
g | 4 g %, ' L q
30° LA / B )
6 m ] ] - — . b ._-.- ."lf _:l'. Il:i-"lf
i - r" "||,.I 4 F I 1 r . II-II | !
F | - = I.-' i .y . I # I'I. ! 4 1 }1'
5 .- | i .."-\. : I'-' P "._ .:.! I rl;.:':' .
m B - - a I,l..-. ; ! |. * : JI ..'|I
i f T | ™ ' A
i i - . i 4 L’
] i | ] I
| i j TN e ".‘ )
T B fl ! ..i F . .

204 |
iml .

Engine PERKINS 1104C-44T
Max. Power 75 Kw (100 HP) 2200 rpm
Type Four stroke, diesel engine
Cylinder number and layout 4 cylinder, in line
Displacement 4490 cm®
Cooling system Water
Max. lifting capacity 3.500 kg
Max. lifting capacity at max. reach 2.600 kg
Capacity at max. boom extension 600 kg
Max. lifting height 11.00 m
Max. horizontal boom extension 65.90 m
Distance between the load center and front axle at max. Height 0.80 m
Tilt angle 135°
Digging force 4.550 daN
Traction force 9.900 daN
Gradeability 740
Machine weight (empty) 10.380 kg
Max. speed 30 km/h
Transmission Axial piston variable displacement hydrostatic pump
Hydraulic motor Axial piston variable displacement motor
Reversing gear Electro-hydraulic inching pedal for controlled

forward movement, servo controlled two speed gear box
Axles 2
Driving mode 4WS/Crab steer/ 2WS
Front Axle Rigid
Rear Axle Oscillating
Service Brake Oil bath onthe 4 wheels with double hydarulic system and servo brake
Park Brake Negative parking brake
Pump Capacity 100W/1°
Max. working pressure 230 bar
Control valve with joystick LinT
Hydraulic tank 130
Fuel tank 120
Tyres 405/70R24 (16.0/70-24)
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Engine PERKINS 1104C-44T
Max. Power 75 Kw (100 HP) 2200 rpm
Type Four stroke, diesel engine
Cylinder number and layout 4 cylinder, in line
Displacement 4490 cm*
Cooling system Water
Max. lifting capacity 3.900 kg
Max. lifting capacity at max. reach 2.700 kg
Capacity at max. boom extension 200 kg
Max. lifting height 13.00 m
Max. horizontal boom extension 9.00m
Distance between the load center and front axle at max. Height 1.70m
Tilt angle 135°
Digging force 4.550 daN
Traction force 10.500 daN
Gradeability 140
Machine weight (empty) 11.200 kg
Max. speed 30 km/h
Transmission Axial piston variable displacement hydrostatic pump
Hydraulic motor Axial piston variable displacement motor
Reversing gear Electro-hydraulic inching pedal for controlled

forward movement, servo controlled two speed gear hox
Axles 2
Driving mode GWS/Crab steer/ 2WS
Front Axle Rigid
Rear Axle Oscillating
Service Brake Qil bath on the 4 wheels with double hydarulic system and servo brake
Park Brake Negative parking brake
Pump Capacity 100W/1°
Max. working pressure 230 bar
Control valve with joystick hin 1
Hydraulic tank 150
Fuel tank 120
Tyres 405/70R24 (16.0/70-24)
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Engine PERKINS 1104C-44T
Max. Power 75 Kw (100 HP) 2200 rpm
Type Four stroke, diesel engine
Cylinder number and layout 4 cylinder, in line
Displacement 4490 cm®
Cooling system Water
Max. lifting capacity 3.000 kg
Max. lifting capacity at max. reach 1.200 kg
Capacity at max. hoom extension 700 kg
Max. lifting height 16.30 m
Max. horizontal boom extension 1230 m
Distance between the load center and front axle at max. Height 3.00 m
Tilt angle 135°
Digging force 4.550 daN
Traction force 10.850 daN
Gradeability 740
Machine weight (empty) 12.220 kg
Max. speed 30 km/h
Transmission Axial piston variable displacement hydrostatic pump
Hydraulic motor Axial piston variable displacement motor
Reversing gear Electro-hydraulic inching pedal for controlled

forward movement, servo controlled two speed gear box
Axles 2
Driving mode 4WS/Crah steer/ 2WS
Front Axle Rigid
Rear Axle Oscillating
Service Brake Qil bath on the 4 wheels with double hydarulic system and servo brake
Park Brake Negative parking brake
Pump Capacity 100/1°
Max. working pressure 230 bar
Control valve with joystick LinT
Hydraulic tank 130
Fuel tank 120
Tyres 405/70R24 (16.0/70-24)
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